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Site: P or T or M , P-Permanent, T-Temporary, M-Mobile  

A permanent (P) or temporary (T) place, or a stationary or mobile (M) facility, at or from which the organization performs activities forming part 

of its scope of accreditation, starting from sampling to final issuance of a report or certificate and / or quality system activities. A temporary (T) 

site is a site established under the responsibility of an accredited permanent site.  All activities performed at a temporary site are the responsibility 

of the permanent site. An outdoors work is also considered to be a temporary site. Temporary site will be a site that involves work for special 

project and the activity will be defined in time (up to 2 years). 
Type of Scopes: A- Fixed, C- Flexible scope in analytical tests : Type of matrix, analytes, experimental systems and/or analytical characteristics 

may be subject to changes, in accordance with the laboratory's approved and documented procedures. For details, please refer to the list of 

Accredited Tests, available from the laboratory upon request. 
 

 

 

 

 

 

 

 

 

 

  Name and Address: 
Metoda Laboratory  - Paz Oil Company Ltd 

Main Site (Main Laboratory): Euro Park, Holland Building 

Kibbutz Yakum 60972 

Laboratory name 

Address 

 +972-9-863-1228 Phone 

 +972-9-864-0856 Fax 

 moshew@paz.co.il E-Mail 

 www.Paz.co.il  

mailto:moshew@paz.co.il
http://www.paz.co.il/
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Item Scope 

Type 

Site Materials / Products Tested Types of Test / Properties Measured Standard / Method Opinion and 

Interpretation 

Remarks 

Group of products: Engineering Items: Pressure Vessels and Pipes   :לחץ מכלים וצנרת   - פריטים הנדסייםמשפחת מוצרים 

Emission to Air  פליטות לאוויר 

1  A T Storage tanks and 

pipelines at gas station 

 ,Vapor recovery system צנרת ומכלים בתחנת תדלוק 

phase I – pressure test 

 

 Iמערכת השבת אדים, שלב 
 בדיקה של לחץ סטטי    –

 

California Environmental Protection Agency         

Vapor Recovery Test Procedure 

TP -201.3 

Determination of 2 Inch WC Static 

Pressure of Vapor Recovery Systems 

of  Dispensing  Facilities 

-----  
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Item Scope 

Type 

Site Materials / Products Tested Types of Test / Properties Measured Standard / Method Opinion and 

Interpretation 

Remarks 

Group of products: Engineering Items: Pressure Vessels and Pipes   :לחץ מכלים וצנרת   - פריטים הנדסייםמשפחת מוצרים 

Leakage to Soil  דליפה לקרקע /פליטות 

2  A T Double wall storage tanks בעלי דופן כפולה  מכלים  Tightness test  בדיקת אטימות In house procedure --- Meets the directive of the Ministry of 

Environmental Protection dated 24.03.2016 

3  A T Fiberglass, plastic and steel 

pipelines, maximum 
pipeline capacity of 129 

gallons. 

פלסטיק   צנרת מפיברגלס, 
ופלדה, קיבולת מכסימלית  

גלון. 129של    

Line tightness test method אטימות צנרת   בדיקת
 הלחץ  שינוייבשיטת מדידת  

In house procedure --- Meets U.S Federal regulations rule 40 sections 

280.41, 280.44 &. Petro Tite Line Tester-
Heath Consultants inc. 

Performance spec: leak rate 0.1 gal/hr at P(D) 

of 99.99% and P(FA) of 0.34%. 
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