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 Name and Address: 

G. Sh. Nadir Marketing Ltd. 

 11 Hasatat St., Modiin, 7178109, Israel  
Laboratory name 

Address 

+972-3-902-1874  Phone 

+972-3-902-3407  Fax 

hadar@nadir-marketing.co.il E-Mail 

  

 

 

 

 

 

 

 

 

Site: P or T or M , P-Permanent, T-Temporary, M-Mobile  

A permanent (P) or temporary (T) place, or a stationary or mobile (M) facility, at or from which the organization performs activities forming part 

of its scope of accreditation, starting from sampling to final issuance of a report or certificate and / or quality system activities. A temporary (T) 

site is a site established under the responsibility of an accredited permanent site.  All activities performed at a temporary site are the responsibility 

of the permanent site. An outdoors work is also considered to be a temporary site. Temporary site will be a site that involves work for special 

project and the activity will be defined in time (up to 2 years). 
Type of Scopes: A- Fixed, C- Flexible scope in analytical tests : Type of matrix, analytes, experimental systems and/or analytical characteristics 

may be subject to changes, in accordance with the laboratory's approved and documented procedures. For details, please refer to the list of 

Accredited Tests, available from the laboratory upon request. 

mailto:hadar@nadir-marketing.co.il
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Item Scope 

Type 

Site Materials / Products Tested Types of Test / Properties Measured Standard / Method Opinion and 

Interpretation 

Remarks 

Group of Products: Engineering Items: Pressure Vessels and Pipes  :מכלים וצנרת לחץ  -פריטים הנדסיים משפחת מוצרים 

Emission to Air ויר ופליטות לא 

1  A T Vapour recovery system – 

Stage 2, installed in the 

dispensers 

  2שלב   -מערכת השבת אדים 
 המותקנות במנפקות התדלוק 

Tests for performance of 

Stage 2 systems (petrol 

vapour/petrol ratio) in nozzle 
of dispenser and test for 

deactivation of a delivery 

point in automatic 
monitoring system. 

Petrol vapour/petrol ratio 

tested by dry method. 

 

 2בדיקות לביצועי מערכת שלב 
)יחס אדי דלק / דלק( בפיות 

ובדיקת תקינות פעולת   התדלוק 
ניתוק הדלק במערכת הבקרה  

 .האוטומטית

יחס אדי דלק / דלק נבדק  
 טה יבשה.  בשי

 

SI 16321-2                                                      

Petrol vapour recovery 

during refueling of 
motor vehicles at 

service stations - Part 2: 

Test methods for 
verification of vapour 

recovery systems at 

service stations. 

Subsection 5.4 
Measurement principle 

with simulated petrol 

flow (dry test method). 

 

--- 

SI= Israeli Standard 

  . 

2  A T Vapour recovery system – 

Stage 2, installed in the 
dispensers 

  2שלב   -מערכת השבת אדים 
 המותקנות במנפקות התדלוק 

Test for performance of 

Stage 2 system (petrol 
vapour/petrol ratio) in nozzle 

of dispenser and test for 

deactivation of a delivery 
point in automatic 

monitoring system In an 

environmental temperature 
range 

10 ° C to + 35 ° C 

Petrol vapour/petrol ratio 

tested by dry method. 

 2בדיקה לביצועי מערכת שלב 
)יחס אדי דלק / דלק( בפיות 
התדלוק ובדיקת תקינות של  
פעולת ניתוק הדלק במערכת  
הבקרה האוטומטית בטווח  
 טמפרטורה סביבתית          

 C  °10    עד +C  °35   + 

 

יחס אדי דלק / דלק נבדק  
 בשיטה יבשה.  

In house procedure 

--- 

Based on: SI 16321-2                                                      

Petrol vapour recovery during refueling 
of motor vehicles at service stations: Test 

methods for verification of vapour 

recovery systems at service stations. 

Subsection 5.4 Measurement principle 
with simulated petrol flow (dry test 

method). 
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