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 ISO/IEC 17025:2017 בדיקהעבדות מ  

 477 תעודת הסמכה מס'

 ת ניסויי מבנים, חוזק ודינמיקהעבדמ ,יחידת מכניקה -רפא''ל
 , חיפה2250ת.ד  ,670מרכז הפצה  כתובת אתר ייחוס:

 

 22.12.2025 עד יום: 16.07.2023: בתוקף מיום

 אתי פלר    23/12/2021הסמכה ראשון:תאריך 
 מנכ"ל 

 הרשות הלאומית להסמכת מעבדות
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 Testing Laboratories  

Until:22.12.2025  Valid from: 16.07.2023 

Date of first accreditation:23/12/2021   General Manager 
Israel Laboratory Accreditation Authority 

Accreditation Certificate No. 477 

Rafael-Mechanical Department, Structural Testing Laboratory 

Main site address:   P.O.B. 2250, Haifa  

ISO/IEC 17025:2017 

Etty Feller 
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Site: P or T or M , P-Permanent, T-Temporary, M-Mobile  

A permanent (P) or temporary (T) place, or a stationary or mobile (M) facility, at or from which the organization performs activities forming part 

of its scope of accreditation, starting from sampling to final issuance of a report or certificate and / or quality system activities. A temporary (T) 

site is a site established under the responsibility of an accredited permanent site.  All activities performed at a temporary site are the responsibility 

of the permanent site. An outdoors work is also considered to be a temporary site. Temporary site will be a site that involves work for special 

project and the activity will be defined in time (up to 2 years). 
Type of Scopes: A- Fixed, C- Flexible scope in analytical tests : Type of matrix, analytes, experimental systems and/or analytical characteristics 

may be subject to changes, in accordance with the laboratory's approved and documented procedures. For details, please refer to the list of 

Accredited Tests, available from the laboratory upon request. 

 Name and Address: 
Rafael-Mechanical Department, Structural Testing Laboratory 

P.O.B. 2250, Haifa 

073-3352374 

valerym@rafael.co.il  

Organization name  

Address 

Phone 

E-mail (contact person) 

mailto:valerym@rafael.co.il
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Item Scope 

Type 

Site Materials / Products Tested  Types of Test / Properties Measured  Standard / Method  Opinion and 

Interpretation  

Remarks  

Group of products: Industrial Products - Engineering Testing  :בדיקות הנדסיות  - מוצרי תעשיה  משפחת מוצרים 

Civil and Military Vehicles and Missions-Environmental Testing - Physical Condition 

Simulation 

 קלייםזים פידימוי תנאי -פלטפורמות ומשימות אזרחיות וצבאיות 

1  A P Military & Civil 

Mechanical, Electronic, 
Optoelectronic, Micro-

Electronic Structures, 

systems and 
Ground/Air/Ship vehicles  

 ,מבנים ומערכות יבשתיים
אוויריים וימיים, צבאים  

אלקטרונים   ,ואזרחים, מכנים 
 -אלקטרוני ומיקרו -,אופטי

  אלקטרוני

Dynamic force   כוח דינמית In-house procedure  

Tildocs#30433311 

Based on customer 

requirements 

- Structural Dynamic Load: 

Force range [98 N to 500 kN) 

Strain range [0.001 % to 5 %] 

Displacement range [0.05 mm to 500 mm] 

2  A P Static force  כוח סטטית In-house procedure  

Tildocs#30433311 

Based on customer 

requirements 

- Structural Static Load: 

Force range [98 N to 500 kN) 

Strain range [0.001 % to 5 %] 

Displacement range [0.05 mm to 500 mm] 

3  A P Pressure   לחץ In-house procedure  

Tildocs#30433311 

Based on customer 

requirements 

- Structural Pressure Load: 

Pressure range [10 kPa to 200 MPa] 

Strain range [0.001 % to 5 %] 

Displacement range [0.05 mm to 500 mm] 
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