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Site: P or T or M , P-Permanent, T-Temporary, M-Mobile  

A permanent (P) or temporary (T) place, or a stationary or mobile (M) facility, at or from which the organization performs activities forming part 

of its scope of accreditation, starting from sampling to final issuance of a report or certificate and / or quality system activities. A temporary (T) 

site is a site established under the responsibility of an accredited permanent site.  All activities performed at a temporary site are the responsibility 

of the permanent site. An outdoors work is also considered to be a temporary site. Temporary site will be a site that involves work for special 

project and the activity will be defined in time (up to 2 years). 
Type of Scopes: A- Fixed, C- Flexible scope in analytical tests : Type of matrix, analytes, experimental systems and/or analytical characteristics 

may be subject to changes, in accordance with the laboratory's approved and documented procedures. For details, please refer to the list of 

Accredited Tests, available from the laboratory upon request. 

 Name and Address: 
      Instrumetrics industrial control Ltd. 

      Hamelacha st. 8, Netanya 4250543, Israel 

      + 972- 09-8357090 

      service@instrumetrics-ic.co.il  

Organization name 

Address 

Phone 

Fax 

E-mail (contact person) 

mailto:service@instrumetrics-ic.co.il
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Item Scope 

Type 

Site Measurand Instrument, Gauge Range 

[Including margins] 

(Does not include margins) 

Uncertainty of Measurement1 Reference Documents Remarks 

Calibration - Physical quantities - Temperature  טמפרטורה - םגדלים פיזיקליי -כיול 

1  A P;T Temperature indicators, 
controllers, recorders and 

simulators for Resistance 

sensors 

 ומדמי   , בקרי, רשמימדי

 טמפרטורה עבור מדי התנגדות 
[-200 °C  to 600 °C] 

  

  

0.1 °C 

  

  

CD-03 

Based on: 

EURAMET/cg-11 

Manufacturer's Specification 

Calibration by means of 
electrical measurement or 

simulation 

 

2  A P;T Temperature indicators, 

controllers, recorders and 
simulators for Base metal 

thermocouple 

Type K 

 ומדמי   , בקרי, רשמימדי

 טמפרטורה עבור צמדים תרמיים  

  K   סוגמ  ,מתכות בסיסיות

 

[-200 °C to 1300 °C] 

 

0.6 °C 

 

CD-03 

Based on: 

EURAMET/cg-11 
Manufacturer's Specification 

Calibration by means of 

electrical measurement or 
simulation including cold 

junction compensation 

 

3  A P;T Temperature indicators, 

controllers, recorders and 
simulators for Base metal 

thermocouple 

Type J 

 ומדמי   , בקרי, רשמימדי

 טמפרטורה עבור צמדים תרמיים

 Jמסוג   ,מתכות בסיסיות 

 

[-200 °C to 1190 °C] 

 

0.6 °C 

 

CD-03 

Based on: 

EURAMET/cg-11 

Manufacturer's Specification 

Calibration by means of 

electrical measurement or 
simulation including cold 

junction compensation 

 

4  A P;T Temperature indicators, 

controllers, recorders and 

simulators for Base metal 
thermocouple 

Type T 

 ומדמי   , בקרי, רשמימדי

 טמפרטורה עבור צמדים תרמיים  

  T סוגמ  ,מתכות בסיסיות

[-200 °C to 390 °C] 

 

0.5 °C 

 

CD-03 

Based on: 

EURAMET/cg-11 

Manufacturer's Specification 

Calibration by means of 

electrical measurement or 

simulation including cold 
junction compensation 

 

5  A 

 

P;T 

 

Digital and mechanical 

thermometers with sensor. 

 

 טמפרטורה מדי 

 רגש.עם  ומכניים   דיגיטליים

 

 

[-15 °C to 110 °C] 

 

0.15 °C 

 

CD-01 

Based on: 

ITS-90 

ASTM E2877 

126נוהל משרד הבריאות    

Manufacturer instructions 

Dry block calibrator, PRT 

6  A P;T (110 °C to 350 °C] 0.18 °C 
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Item Scope 

Type 

Site Measurand Instrument, Gauge Range 

[Including margins] 

(Does not include margins) 

Uncertainty of Measurement1 Reference Documents Remarks 

Calibration - Physical quantities - Pressure  לחץ - םגדלים פיזיקליי -כיול 

7  A 

 

P;T 

 

Pressure,  
Pneumatic, absolute  

Pressure gauges and 

transducers 

 לחץ,  
 לחץ אבסולוטי פנאומטי 

 מדי לחץ ומתמרי לחץ 

[10 kPa a to 700 kPa a]  
 

0.3 kPa a 
 

CD-02 

Based on: 

EURAMET/cg-17 

OIML-R101 
Manufacturer's Specification 

Pressure calibrator. 

Calibration can be given in  

other units as required. 

8  A P;T Pressure,  

Pneumatic, differential, 

gauge  

Pressure gauges and 
transducers 

 לחץ,  
 לחץ יחסי פנאומטי, לחץ הפרשי 

 ומתמרי לחץ מדי לחץ 

[-1 kPa to 1 kPa] 

 

4 Pa 

 

CD-02 

Based on: 

EURAMET/cg-17 

OIML-R101 

Manufacturer's Specification 

Pressure calibrator. 

Calibration can be given in  

other units as required. 
9  A P;T (1 kPa to 2.5 kPa] 

 

10 Pa 

 

10  A P;T Pressure,  

Pneumatic, gauge  

Pressure gauges and 
transducers 

 לחץ,  
 לחץ יחסי פנאומטי 

 מדי לחץ ומתמרי לחץ 

[-90 kPa to 600 kPa] 0.3 kPa CD-02 

Based on: 

EURAMET/cg-17 

OIML-R101 

Manufacturer's Specification 

Pressure calibrator. 

Calibration can be given in  

other units as required. 
11  A P;T (600 kPa to 2 MPa] 0.5 kPa 

12  A P;T (2 MPa to 7 MPa] 2.0 kPa 

 
 

1) The uncertainty covered by the CMC expressed as the standard measurement uncertainty multiplied by the coverage factor k such that the coverage probability corresponds to 

approximately 95 %. 
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